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FIRE PROTECTION FOR STEEL :
STRUCTURES building technology

DESCRIPTION

CHAR 21 Plus is a high-performance water-based intumescent coating with extremely low VOC
content. It provides an effective fire barrier through high active-solids content, robust
intumescent foam and nanofillers. It is certified according to EN 13381-8 and carries ETA
17/0180 with CE marking.

FIELDS OF APPLICATION
* Fire protection of structural steel elements.
* Suitable for civil and industrial applications.
* Provides up to 90 minutes of structural fire resistance.

TECHNICAL DATA

Density 1.37 £ 0.03 kg/dm? at 20°C

Solid content 71% +2% w/w

Colour White

Standard packaging 25 kg metal pails

Shelf life 12 months in original sealed packaging
Spreading rate 0.50 + 0.05 mm DFT with 1 kg/m? wet (theoretical)
Application Airless spray; roller/brush for small areas

Airless: max 1300 pm (650 pm DFT)

Wetfilm thickness per coat ¢ 1 r/brush: max 500 um (250 pm DFT)

Dilution Not recommended; if needed water max 5%
Drying time 8 h touch-dry / 24 h full dry @ 20°C, 60% RH
INTUMESCENCE

Intumescence refers to swelling during carbonisation at temperatures above 200°C,
producing a low-density insulating foam up to 100 times the original dry film, forming an
efficient thermal barrier.

FIRE SAFETY FUNCTION

Intumescent coatings enhance structural fire resistance in commercial buildings, industrial
facilities, public infrastructures and multi-storey car parks, ensuring life safety and property
protection.

APPLICATION

SURFACE PREPARATION
Steel surfaces must be blast-cleaned to SA 2% and primed with an anticorrosive primer.
Airless spray application is typically performed in two coats applied wet-on-wet.
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FIRE PROTECTION FOR STEEL :
STRUCTURES building technology

PRODUCT APPLICATION

Typical system: 1.5 mm dry film = 2.7 kg/m? wet (two 1 mm wet coats). Equipment
recommended: minimum 40:1 compression ratio piston pump, minimum 150 bar pressure
(GRACO MARK 'V, WAGNER ProSpray PS34), Reverse-A-Clean tip, 45-50 mil (=1 mm) nozzle,
3/8" hose up to 30 m. Flow rate 3-6 L/min.

Brush or roller application is possible but requires additional coats. Maintain proper
environmental conditions during application and drying.

RECOMMENDED PRIMERS AND TOPCOATS

Eposol Primer 100: Two-component epoxy primer for steel, stainless steel, aluminium and
non-ferrous metals.

Primer 036: Fast-drying phenolic-modified alkyd primer for steel and galvanised steel.
Wall Primer 3500: Primer for concrete and masonry.

CHAR 21 Plus is compatible with alkyd and epoxy systems. Full lists available on request.
Topcoating improves aesthetics and reduces dirt pick-up. Required outdoors or in presence
of condensation.

* Indoor (ETAG 018 Z1-Z2): no topcoat required.

¢ Semi-exposed (class Y): IRISOL solvent-based acrylic or PURETHAN polyurethane.

* Fully exposed: MUST use solvent-based PURETHAN.

CERTIFICATIONS & APPROVALS
Certified according to EN 13381-8 for passive fire protection of steel structures. ETA 17/0180
with CE marking (DoP available).

HEALTH AND SAFETY
Refer to the latest Safety Data Sheet for instructions on handling, storage and disposal. Do
not release product or empty containers into the environment.

For PROFESSIONAL USE ONLY.

LEGAL NOTICE

The information and recommendations given above, although they correspond to our best experience, mustin
any case be considered purely indicative and must be confirmed by exhaustive practical applications.
Therefore, before using the product, anyone who intends to make use of it must determine whether it is or is
not suitable for the intended application and, in any case, assumes all responsibility that may arise from its
use. Always refer to the latest updated version of the technical data sheet, available on the website
btechitalia.eu.
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