
DESCRIPTION

EPOLIV

EPOLIV is a two-component, 100% solids epoxy formulation. It is a self-leveling system for
floors with thickness from 1.0 to 3.0 mm. Made with special high‑resistance resins and mineral
fillers, it is ideal for smooth or anti-slip multilayer resin coatings. It provides good chemical
resistance to acidic and alkaline solutions and excellent resistance to common industrial
detergents.
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SELF-LEVELING EPOXY COATING

Base
Mixing ratio
Composition
Appearance
Specific weight
Solid content
Dilution
Pot Life

COLOURS
Available in RAL colours.

FIELDS OF APPLICATION
Resin flooring (industrial and civil) from 0.5 mm to 3.0 mm
Chemical and pharmaceutical industry floors
Food‑industry floors
Laboratory, sterile room and hospital floors
Floors for automated warehouses
Floors for commercial centers

PRODUCT DATAS
Two-component
100 : 20
Epoxy resins
Viscous liquid
1.45 kg/L
98%
-
60 minutes

6.0 kg (5 + 1)
12.0 kg (10 + 2)

PACKAGING

Parameter Result Standard

Compressive strength > 80 MPa UNI EN 13892/2

Slip resistance – Wet test (Class I) 47 units UNI EN 13036/4

Slip resistance– Dry test (Class II) 104 units UNI EN 13036/4

Flexural tensile strength > 30 MPa UNI EN 13892/2

Abrasion resistance Class AR 0.5 UNI EN 13892/4

Adhesion to concrete Class B > 1.5 UNI EN 13892/8

Reaction to fire Bfl-S1 UNI EN 13501

TECHNICAL DATA

https://www.google.com/maps/place/data=!4m2!3m1!1s0x47876bad1a74fdaf:0xd3ab12b401b6cb46?sa=X&ved=1t:8290&ictx=111
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SELF-LEVELING EPOXY COATING

Temperature resistance +90°C -

Weather resistance Good -

Alkali resistance Good -

Acid resistance Good -

Application temperature +10°C to +30°C -

Drying time 24–48 h -

Substrate must be dry, clean, cohesive and free from contaminants (oil, grease, dust,
paint, efflorescence, moss). Residual moisture must be < 5%.
Concrete substrates: prepare by sandblasting, shot blasting, mechanical scarifying, bush-
hammering or other suitable methods.
Repair holes, cracks or depressions with suitable mortars (SigiTop M or Epoconcrete).

DILATATION JOINTS
Joints and floor-to-wall connections must be treated with medium‑modulus polyurethane
sealant (SigiTop M).

APPLICATION
SUBSTRATE PREPARATION

Primer use is essential.
Recommended primers:

Primer PU S (porous substrates, weak concrete)
ECT Primer (humid substrates)

Ensure primer is dry and within the 72‑hour recoat window. If exceeded, reapply primer.

PRODUCT PREPARATION
Mix EPOLIV part A for a few minutes. Mix part B separately.
Pour B into A and mix with a low-speed mixer (300–400 rpm) until homogeneous.
Allow material to rest for approx. 10 minutes to reduce entrapped air.

PRIMERS

PRODUCT APPLICATION
Apply using:

notched trowel
roller

SELF-LEVELING SYSTEM (1.5–3.0 MM):
Apply primer loaded with quartz (20% by weight). While still fresh, broadcast quartz 0.5
mm to refusal (0.7–1.0 kg/m²).
After curing, remove loose quartz and vacuum surface.
Apply EPOLIV loaded with quartz 0.25 mm (max 1:1 ratio) using V-notched trowel.
Use spike roller repeatedly to remove air bubbles and level thickness.
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SELF-LEVELING EPOXY COATING

Apply primer loaded with quartz (20%). Immediately broadcast quartz 0.5 mm.
After curing, remove excess quartz and sand lightly.
Apply B‑TECH Epopavimenti loaded with quartz (5%) using steel or rubber trowel, cross-
rolling with short‑pile roller.

CLEANING EQUIPMENT
Clean immediately after use with alcohol. Hardened material can only be removed
mechanically.

ANTI-SLIP MULTILAYER SYSTEM (0.8–1.2 MM):

Store sealed containers in a dry place between +5°C and +25°C for max 12 months.

WARNINGS
Do not apply below +5°C
Do not apply on dew-covered or damp substrates
Do not dilute with unsuitable solvents
Do not apply if rain, fog or mist are present
Adhesion is guaranteed only within B‑TECH systems
RAL shades may vary between batches
Actual consumptions depend on real substrate conditions

STORAGE

HEALTH AND SAFETY
Refer to the latest Safety Data Sheet for instructions on handling, storage and disposal. Do
not release product or empty containers into the environment.

For PROFESSIONAL USE ONLY.

LEGAL NOTICE
The information and recommendations given above, although they correspond to our best experience, must in
any case be considered purely indicative and must be confirmed by exhaustive practical applications.
Therefore, before using the product, anyone who intends to make use of it must determine whether it is or is
not suitable for the intended application and, in any case, assumes all responsibility that may arise from its
use. Always refer to the latest updated version of the technical data sheet, available on the website
btechitalia.eu.
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