
DESCRIPTION

PRIMER POX W

PRIMER POX S is a solvent-based, two-component epoxy-polyamido-amine primer designed
for the protection and primerization of metallic substrates. It can be applied on carbon steel,
galvanized steel, previously painted metal and lightly rusted surfaces. It provides excellent
adhesion and corrosion resistance and is suitable for intermediate protection within
anticorrosive coating systems.
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TWO-COMPONENT EPOXY PRIMER
(WATER-BASED)

FIELDS OF APPLICATION
Consolidation of concrete surfaces
Adhesion promoter for porous substrates
Adhesion promoter for renders
Anchor coat for epoxy coatings
Vapour barrier
Prepared metal substrates
Bonding agent for structural reinforcement joints in beams and pillars
Bonding agent for degraded industrial flooring joints
Monolithic bonding between fresh and hardened concrete

PRODUCT DATAS

10 kg (5+5)
 20 kg (10+10)

PACKAGING

0.15–0.20 kg/m² (one coat)
CONSUMPTION

Transparent.
COLOUR

Base
Mixing ratio
Composition
Appearance
Specific weight
Solid content
Dilution
Pot Life

Water
100 : 100
Epoxy resins
Viscous liquid
1.5 kg/L
88%
Water (5–10%)
-
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SUBSTRATE PREPARATION

PRIMER POX W

Substrate must be dry, clean, cohesive and free from contaminants. Moisture must not exceed
5%.

Concrete: prepare using shot-blasting, scarifying, grinding or similar. Repair defects with
SIGILTOP M or EPOCONCRETE.
Metal surfaces: sandblast to SA 2½ or prepare mechanically where blasting is not
possible.

Treat all joints and floor-to-wall transitions with SIGILTOP M.
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Parameter Result Standard

Linear shrinkage ≤ 0.02% EN 12617-1

Elastic modulus in compression ≥ 2500 N/mm² EN 13412

Thermal expansion coefficient ≤ 98 × 10⁻⁶ K⁻¹ EN 1770

Shear strength ≥ 6 N/mm² EN 12615

Compressive strength ≥ 30 N/mm² UNI 12190

TECHNICAL DATA

APPLICATION

PRODUCT PREPARATION
Mix component A for a few minutes. Mix component B separately. Pour B into A and mix
thoroughly until homogeneous. Allow the mixture to rest for approx. 10 minutes. Avoid
excessive mixing to limit air entrapment. Mix with a low-speed electric mixer (300–400 rpm).

APPLICATION
Porous substrates
Concrete
Smooth concrete
Industrial floors
Render
Wood substrates

PRODUCT APPLICATION
Apply with brush, roller, or airless system in one uniform coat.

CLEANING EQUIPMENT
Clean tools immediately after use with water. Hardened product can only be removed
mechanically.
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PRIMER POX W

Store in original, sealed containers at +5°C to +25°C for up to 12 months.
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STORAGE

WARNINGS
Do not dilute with unsuitable solvents
Do not apply below +5°C
Do not apply on damp substrates (>5% moisture)
Do not apply if dew or condensation is present
Do not apply if rain or fog is expected

HEALTH AND SAFETY
Refer to the latest Safety Data Sheet for instructions on handling, storage and disposal. Do
not release product or empty containers into the environment.

For PROFESSIONAL USE ONLY.

LEGAL NOTICE
The information and recommendations given above, although they correspond to our best experience, must in
any case be considered purely indicative and must be confirmed by exhaustive practical applications.
Therefore, before using the product, anyone who intends to make use of it must determine whether it is or is
not suitable for the intended application and, in any case, assumes all responsibility that may arise from its
use. Always refer to the latest updated version of the technical data sheet, available on the website
btechitalia.eu.
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